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Standard continuous interleaved sampling processing, and a modified processing strategy designed
to enhance temporal cues to voice pitch, were compared on tests of intonation perception, and vowel
perception, both in implant users and in acoustic simulations. In standard processing, 400 Hz
low-pass envelopes modulated either pulse trains �implant users� or noise carriers �simulations�. In
the modified strategy, slow-rate envelope modulations, which convey dynamic spectral variation
crucial for speech understanding, were extracted by low-pass filtering �32 Hz�. In addition, during
voiced speech, higher-rate temporal modulation in each channel was provided by 100%
amplitude-modulation by a sawtooth-like wave form whose periodicity followed the fundamental
frequency �F0� of the input. Channel levels were determined by the product of the lower- and
higher-rate modulation components. Both in acoustic simulations and in implant users, the ability to
use intonation information to identify sentences as question or statement was significantly better
with modified processing. However, while there was no difference in vowel recognition in the
acoustic simulation, implant users performed worse with modified processing both in vowel
recognition and in formant frequency discrimination. It appears that, while enhancing pitch
perception, modified processing harmed the transmission of spectral information. © 2005
Acoustical Society of America. �DOI: 10.1121/1.1925827�
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I. INTRODUCTION

As cochlear implant systems have becoming increas-
ingly successful at providing basic speech recognition abili-
ties, consideration has begun to be given to their perfor-
mance in aspects of speech perception that have previously
received little attention. One such aspect is intonation, as
conveyed by voice pitch variation. Intonation is, of course,
crucial to the perception of tonal languages in which pitch
information conveys lexical meaning, but also has important
functions in all other languages. It is a major component of
prosody, and is widely held to play an important role in early
language development �e.g., Jusczyk, 1997�, which is of par-
ticular significance in light of the increasing number of very
young children receiving implants.

In normal hearing, the principal cues to voice pitch de-
rive from the ability of the auditory periphery to divide the
speech input into a large number of frequency channels.
Lower speech harmonics are resolved, and the neural coding
of resolved harmonics provides both place and temporal cues
related to F0. In contrast, in most commonly used cochlear
implant speech processing strategies, spectro-temporal infor-
mation is conveyed in the form of fixed-rate pulse trains that
are amplitude modulated by low-pass envelopes extracted
from a relatively small number of frequency bands �Selig-
man and McDermott, 1995; Wilson et al., 1991; Vandali et
al., 2000�. As a consequence, speech harmonics are not re-
solved, the spectral �“place”� cues used in normal hearing are
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not available, and pitch perception is thought to depend upon
the derivation of temporal cues from modulation components
of the amplitude envelope that are related to voice F0. Such
cues are, in principle, available, as long as the cutoff fre-
quency of the envelope smoothing filter is high enough to
pass F0, and the pulse rate is at least four to five times the
modulation frequency, allowing accurate representation of
the modulating envelope �McKay, McDermott, and Clark,
1994; Wilson, 1997�. However, the ability to perceptually
encode temporal amplitude modulation is limited, particu-
larly for frequencies at the higher end of the human voice
pitch range, both in normally hearing listeners presented with
amplitude modulated noise �Burns and Viemeister, 1976;
Burns and Viemeister, 1981; Formby, 1985; Grant, Summers,
and Leek, 1998; Hanna, 1992; Pollack, 1969� and in implant
users detecting amplitude modulations in pulse trains �Busby,
Tong, and Clark, 1993; Cazals et al., 1994; Donaldson and
Viemeister, 2002; Shannon, 1992�.

Consistent with these constraints on the availability of
pitch cues, the limited amount of research examining voice
pitch perception in continuous interleaved sampling �CIS� or
similarly processed speech has shown levels of intonation
perception that are severely limited compared to normal
hearing. This is true both for implant users �Au, 2003; Barry
et al., 2002; Ciocca et al., 2002; Green, Faulkner, and Rosen,
2004; Lee et al., 2002; Peng et al., 2004; Wei et al., 2000;
Wei et al., 2004�, and for normally hearing subjects listening
to noise-excited vocoder acoustic simulations �Fu et al.,
1998; Green, Faulkner, and Rosen, 2002; Green, Faulkner,

and Rosen, 2004; Xu, Tsai, and Pfingst, 2002�.
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In some early speech processing strategies, the rate of
pulsatile stimulation was controlled by F0 �e.g., Fourcin et
al., 1979; Tong et al., 1980�. Implant users are generally able
to discriminate differences in pulse rate reasonably well for
rates up to a few hundred hertz �McDermott and McKay,
1997; Pijl and Schwarz, 1995; Townshend et al., 1987; Wil-
son et al., 1997; Zeng, 2002� and such an approach may well
be optimal for conveying voice pitch information. However,
such strategies are typically worse on standard measures of
speech perception than CIS-like strategies, presumably be-
cause of poorer transmission of spectral information �e.g.,
McKay and McDermott, 1993; McKay et al., 1992; Skinner
et al., 1999�. Consequently, this kind of strategy has largely
been discarded, although there has recently been some inter-
est in the possibility that, for implant users who speak tonal
languages, the advantages in tone recognition afforded may
outweigh the potential disadvantages �Lan et al., 2004�. In
general, however, for the foreseeable future, the majority of
implant users are likely to use CIS-like strategies, particu-
larly since most recent developments in the design of implant
systems have been motivated by the possibility that very
high pulse rates may lead to patterns of neural responses that
more closely resemble those found in normal hearing �e.g.,
Rubenstein et al., 1999�.

One recent approach to enhancing pitch cues in CIS-
processed speech involved modifying the properties of the
analysis filters that divide the input into frequency bands, to
try to restore a form of place cue to pitch �Geurts and Wout-
ers, 2004�. The filters typically used in CIS processing have
flat passbands and are relatively broad, particularly at lower
frequencies. In contrast, Geurts and Wouters’ modified pro-
cessing strategy employed triangular filters, designed to have
a sharply peaked frequency response, and, ideally, a maxi-
mum width of one octave. The aim was that the first har-
monic would be resolved in two adjacent filters, and changes
in its frequency would be closely reflected in the relative
outputs of the two filters. McDermott and McKay �1994�
found that when pulse trains were presented simultaneously
to two adjacent electrodes, implant users perceived a single
pitch which varied according to the relative difference in
levels between the pulses on the two electrodes. On this basis
it was expected that the modified filtering would result in an
effective place cue to changes in voice pitch. This expecta-
tion was supported by the fact that the four users of the
LAURA cochlear implant tested were generally better at dis-
criminating differences in the F0 of synthesized monop-
thongs with the modified, rather than the typical, filtering.
However, it remains unclear whether this approach will still
be effective with more natural speech stimuli. Natural speech
typically contains dynamic variations in spectral shape, re-
sulting in changes in the distribution of energy in different
channels which may conflict with and obscure the place cue
to F0.

Other attempts to improve intonation perception in co-
chlear implant systems have focused on enhancing the tem-
poral pitch cues derived from envelope modulations corre-
sponding to F0. Geurts and Wouters �2001� implemented a
modified version of CIS processing that featured a number of

changes from standard strategies, including the subtraction
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of the output of a 50 Hz low-pass filter from that of the
standard 400 Hz low-pass filter, resulting in a larger modu-
lation depth for F0-related fluctuations. However, they did
not find significant improvements in the ability of four users
of the LAURA cochlear implant to discriminate changes in
the F0 of synthesized monophthongs with the new strategy
compared to standard CIS processing.

Green, Faulkner, and Rosen �2004� adopted a different
approach to the enhancement of temporal pitch cues, based
on the idea that F0 could be extracted from voiced segments
of the speech input and reintroduced in a simplified form. In
a modified processing strategy amplitude envelopes were ef-
fectively split into two separate components. One consisted
of slow rate information ��32 Hz� conveying the dynamic
changes in spectral shape that are crucial for speech; the
second presented F0 information in the form of a simplified
synthesized wave form, allowing complete control over the
form in which F0-related information was presented. In ad-
dition to maximizing the depth of the F0 modulation and
allowing the same wave form to be applied to each channel,
a key feature of such an approach is that the shape of the
modulation wave form can be optimized so as to maximize
the salience of temporal pitch cues.

In the experiments conducted by Green, Faulkner, and
Rosen �2004�, F0-related modulation was presented in the
form of a sawtooth wave form, on the assumption that such a
“temporally sharpened” modulation envelope, with a rapid
onset in each period, would lead to more consistent inter-
pulse intervals in the neural firing pattern, and therefore to
more salient temporal pitch cues. Implant users, and nor-
mally hearing subjects listening to noise-excited vocoder
simulations, were required to label the direction of pitch
movement of processed synthetic diphthong glides. In both
cases there was a significant advantage for modified com-
pared to standard CIS processing, indicating that the modi-
fied processing scheme was successful in enhancing the sa-
lience of temporal pitch cues. It also appeared that, at least in
some cases, performance was better when the sawtooth
modulation was subject to additional temporal sharpening,
such that the fall from peak to zero occurred in the first half
of each period, and the second half of each period remained
at zero.

Conditions in which slow-rate spectral dynamics were
eliminated, so that within-channel amplitude changes re-
flected only F0, showed that the effectiveness of temporal
cues to pitch was hindered by the variations in spectral en-
velope caused by the changing formant structure of the diph-
thongal vowel glides. This finding emphasizes the fact that
cues that may provide useful pitch information in the context
of certain simplified stimuli may not be robust in the pres-
ence of natural speech. It is also possible that the F0 modu-
lation patterns associated with synthetic speech stimuli are
less temporally complex than those of natural speech, which
might, for example, feature secondary peaks within modula-
tion periods. If so the simplified modulation wave form pro-
vided by Green, Faulkner, and Rosen’s �2004� modified strat-
egy may have additional benefits relative to traditional CIS

processing.
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The current study carried out further comparisons of the
modified strategy with standard CIS processing, which again
were performed both in implant users and in acoustic simu-
lations. In this study only the modified sawtooth wave form,
the additional temporal sharpening of which appeared ben-
eficial in the previous study, was used to convey F0-related
modulation. Pitch perception abilities were assessed using
natural speech stimuli in tests of the ability to distinguish
between questions and statements, a task which reflects an
everyday use of intonation information. As a first step toward
ensuring that benefits in pitch perception are not achieved at
the expense of other linguistic information, vowel recogni-
tion scores were obtained. In addition, implant users were
tested on their ability to discriminate differences in formant
frequencies, as there is evidence that this ability is a primary
determinant of implant users’ vowel perception �Harnsberger
et al., 2001�.

II. ACOUSTIC SIMULATION EXPERIMENTS

A. Subjects

Five undergraduate students aged between 22 and 25
who were native speakers of British English took part in both
acoustic simulation experiments. They were paid £5 per hour
for their participation.

B. Speech processing

1. Standard CIS

Noise-excited vocoder processing was carried out as in
Green, Faulkner, and Rosen �2004�. Simulation of standard
CIS processing comprised the following sequence of steps:
analysis bandpass filtering �sixth-order Butterworth� to di-
vide the spectrum into eight frequency bands; full-wave rec-
tification and low-pass filtering �second-order Butterworth�
with a cutoff frequency of 400 Hz to extract the amplitude
envelope for each band; modulation of independent noise
carriers by these envelopes; output filtering matching the ini-
tial analysis filtering; summation across channels. The cutoff
frequencies of the analysis filters, which were based on the
Clarion S-Series Pulsatile Table with extended low- and
high-frequency settings �Clarion Device Fitting Manual,
2001�, were 250, 500, 730, 1015, 1450, 2000, 2600, 3800,
and 6800 Hz.

2. Enhanced F0 „Sawsharp…

Processing in the Sawsharp condition differed from stan-
dard CIS processing in two respects. First, the cutoff fre-
quency of the low-pass filters used in envelope extraction
was 32 Hz rather than 400 Hz, eliminating F0-related fluc-
tuations but passing the low-rate envelope information essen-
tial for speech perception. Second, during voiced sections of
the speech input, temporal pitch cues were introduced by
modulating the noise carrier in each channel with a sharp-
ened sawtooth wave form with periodicity matching that of
the speech input. The detection of voicing and the periodicity
of the voiced segments were determined from laryngograph
recordings. The modulation depth of the sharpened sawtooth

wave form was always 100%.
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C. Stimuli and procedure

1. Question/Statement identification

Thirty sentences were used. They included eight sen-
tences used by Lieberman and Michaels �1962� in their in-
vestigation of the role of pitch in conveying emotional con-
tent in speech; thirteen sentences from the Question/
Statement subtest of the Minimal Auditory Capabilities
Battery �Owens et al., 1981�; and nine other simple declara-
tive sentences �e.g., “They’re playing in the garden;” “She’s
reading a newspaper”�. Simultaneous audio and laryngo-
graph recordings were made in an anechoic room of each of
the sentences being read three times as a statement �falling
pitch contour�, and three times as a question �rising pitch
contour�, by one male and one female native speaker of
Southern British English. The range of F0 values was ap-
proximately 100–220 Hz for the male speaker, and
120–360 Hz for the female speaker. Example F0 contours
are shown in Fig. 1.

Blocks of trials contained 10 of the 30 sentences spoken
as both question and statement by both speakers. Both pro-
cessing conditions were included within each block resulting
in a total of 80 trials per block. A total of nine blocks were
presented in random order, incorporating each of the three
versions of each utterance from each speaker. Stimuli were
presented diotically through Sennheiser HD 414 headphones
at a comfortable listening level �peak of 85–90 dB SPL mea-
sured over an 80 ms window�. On each trial subjects heard a
single sentence and were required to identify it as either
“question” or “statement.” They responded via computer
mouse; visual feedback was provided. Before each block of
trials subjects were able to listen to a selection of the sen-
tences to be presented in that block, visually labeled as
“question” or “statement.”

2. Vowel recognition

Stimuli were selected from recordings of monophthongs
in a /bVd/ context spoken by one male and one female native
speaker of Southern British English. Simultaneous audio and
laryngograph recordings had again been made in an anechoic
room, but the speakers were different from those who read
the Question/Statement sentences. The selected stimuli com-
prised two recordings from each speaker of the words
“bead,” “bird,” “board,” “bard,” “booed,” “bid,” “bed,”
“bad,” “bud,” “bared,” “bode,” and “beard.”

Processing condition was varied across blocks of 48 tri-
als �12 vowels�2 speakers�2 exemplars�. Four blocks
were completed for each processing condition with the first
counted as practice. Stimuli were presented as in the
Question/Statement task. Responses were made by clicking
on the desired word on a computer screen showing all twelve
possible answers. Feedback was provided by highlighting the
correct word after each response. Before each block listeners
could listen to as many examples of each word as they

wished by clicking on that word on the screen.
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D. Results and discussion

1. Question/Statement identification

In Fig. 2 Question/Statement identification performance
with Sawsharp processing is plotted against performance
with CIS processing, for each subject and speaker. Perfor-
mance was consistently higher with Sawsharp than with CIS
processing �all points are on or above the diagonal�. With the

FIG. 1. Fundamental frequency contours for four different versions of the
question; �c� male speaker, statement; �d� male speaker, question.

FIG. 2. Percent correct Question/Statement identification for each normally
hearing listener for the male and female speakers �closed and open symbols,
respectively�. Performance in the Sawsharp condition is plotted against that
in the CIS condition. The diagonal line represents equal performance in the

two conditions.
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exception of subject S5 with CIS processing, performance
was better for the female than for the male speaker �open
symbols are to the right of, and above, their closed counter-
parts�. Mean performance with CIS processing was 78.2%
with the male speaker and 81.8% with the female, while with
Sawsharp processing the means were 81.8% with the male
speaker and 87.3% with the female. A repeated measures
ANOVA with factors of type of processing and speaker gen-
der showed a significant effect of processing �F�1,4�
=20.85, p=0.010�, but neither the effect of speaker gender
�F�1,4�=1.85, p=0.245�, nor the interaction �F�1,8�
=0.43, p=0.547� was significant. In order to assess possible
biases in responding, signal detection theory techniques were
used to calculate sensitivity �d�� and response criterion �c�
across speaker gender for each listener and type of process-
ing. Values of d� showed the same pattern as percent correct.
Values of c were almost exclusively positive, indicating a
bias toward “statement” responses, but there was no clear
change of response criterion according to processing condi-
tion.

The increased ability to identify sentences as questions
or statements with the modified strategy compared to stan-
dard CIS processing presumably reflects the greater trans-
mission of intonation information with modified processing.
However, it should be acknowledged that other cues, such as
differences in amplitude contour across questions and state-

nce “it’s down there.” �a� Female speaker, statement; �b� female speaker,
sente
ments, may have been available. Such cues probably contrib-
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uted to the relatively high scores obtained even in the stan-
dard CIS condition. It is noticeable that, despite the higher
voice pitch of the female speaker, and the fact that temporal
envelope cues to pitch decline in utility with increasing F0,
performance is in fact slightly better for the female speaker
than the male. One possible explanation is that amplitude
contour differences may have been more pronounced for the
female speaker. In addition, the F0 contours shown in Fig. 1
suggest that the female speaker displayed greater variation in
F0, which would help to overcome the lesser utility of tem-
poral envelope cues to pitch at higher F0s. Regardless of
such issues, the significant advantage for modified process-
ing strongly suggests that this strategy enhances the salience
of temporal cues to voice pitch, as had been found previously
with synthetic speech materials �Green, Faulkner, and Rosen,
2004�.

FIG. 3. Percent correct vowel recognition for each normally hearing listener
for the male and female speakers �closed and open symbols, respectively�.
Performance in the Sawsharp condition is plotted against that in the CIS
condition. The diagonal line represents equal performance in the two con-
ditions.

TABLE I. Demographic information.

Subject Age Gender
Cause of
deafness

Age
at

onset im

C1 73 M Otosclerosis 69

C2 75 F Unknown 69

C3 71 M Unknown 40

C4 72 M Skull fracture 64

C5 61 F Unknown 51

C6 45 F Unknown 30

C7 65 F Unknown 45

C8 56 F Sensorineural 42

C9 57 F Sensorineural 14

a
MPS is a variant of the CIS strategy in which pair
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2. Vowel recognition

Averaged across speakers, vowel recognition with the
different types of processing was very similar. Performance
was generally better with the female than with the male
speaker �Fig. 3�. Averaged across listeners, performance was
identical across processing conditions for the female speaker
�85.1%�, but was slightly poorer with Sawsharp processing
for the male speaker �74.0% compared to 79.2%�. A repeated
measures ANOVA showed a significant effect of speaker
gender �F�1,4�=35.08, p=0.004�, but neither the effect of
processing condition �F�1,4�=1.33, p=0.314�, nor the inter-
action �F�1,4�=2.04, p=0.227� were significant. Thus, in
acoustic simulations, the modified processing strategy deliv-
ers enhanced temporal pitch cues without harming the trans-
mission of spectral information necessary for vowel recogni-
tion. The significant effect of speaker gender may result from
the higher formant frequencies of the female speaker, which,
in conjunction with the particular analysis filter cutoff fre-
quencies used, may have produced distributions of energy
across channels that were more different for similar vowels
for the female than the male speaker.

III. IMPLANT USERS

A. Subjects and equipment

A total of nine post-lingually deafened adult users of the
eight-channel Clarion 1.2 cochlear implant system partici-
pated. At least seven subjects took part in each test. Sum-
mary information is contained in Table I. Eight of the sub-
jects had taken part in the vowel glide labeling experiments
reported in Green, Faulkner, and Rosen �2004�. As in that
study, experiments were controlled by a PC connected to a
Clarion Research Interface �CRI� system �Wygonski et al.,
1999�, allowing direct control over the stimulus patterns pre-
sented to the electrode array. Stimulation consisted of con-

at
tation

Implant
type Strategya

Mean
threshold
�clinical
units�

Mean
MCL

�clinical
units�

Enhanced
bipolar

SAS 93 329

Enhanced
bipolar

MPS 97 397

Enhanced
bipolar

MPS 60 633

Hifocus
1.2

SAS 49 228

Hifocus
1.2

MPS 40 138

Hifocus
1.2

MPS 26 499

Hifocus
1.2

MPS 85 174

Enhanced
bipolar

CIS 100 614

Hifocus
1.2

SAS 21 133
Age
plan

70

71

68

69

59

41

62

51

55
s of channels are stimulated simultaneously.
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tinuously interleaved, monopolar, biphasic pulses with a du-
ration of 76.9 �s per phase. The carrier rate was 812.5 pulses
per second per electrode �ppse� and electrodes were activated
sequentially in apical-to-basal order.

B. Speech processing

A full description of the processing methods appears in
Green, Faulkner, and Rosen �2004�; only brief details are
given here. Analysis filtering and envelope extraction were
implemented as in the acoustic simulations for both modified
and standard CIS processing. Envelopes were resampled to a
rate of 6500 Hz, consistent with the overall pulse rate. In the
CIS condition pulse levels were determined by logarithmic
compression and mapping of a 50 dB range of envelope
sample values onto the dynamic range of the particular sub-
ject and channel. In the Sawsharp condition the starting point
of each successive period of F0 during voiced speech seg-
ments was determined from the laryngograph recording.
During these segments, the carrier for each channel consisted
of a pulse train 100% amplitude modulated by a sharpened
sawtooth wave form; when voicing was absent the carriers
were simply unmodulated pulse trains. The final stage of
processing consisted of modulation of the pulse carriers by
low-rate amplitude envelopes with compression and map-
ping carried out as in CIS processing.

C. Stimuli and procedure

Implant users carried out the same two tasks that were
used in the acoustic simulations, with the exception that
vowel recognition was tested using a smaller set of stimuli.
This reflected the fact that the implant users’ performance
was substantially poorer than that of normally hearing listen-
ers. Seven implant users were tested with nine, rather than
twelve, vowels, with the words “bared,” “bode,” and “beard”
omitted. The remaining two �C3 and C9� were tested with
just five vowels: “bad,” “bard,” “bead,” “bird,” and “booed.”

Implant users also performed a formant frequency dis-
crimination task. Stimuli consisted of processed versions of a
continuum of synthetic two-formant vowel sounds. These
were created using an implementation of the KLSYN88
Klatt synthesizer in cascade mode with a 20 kHz sample rate
and parameters specified every 5 ms. The first formant fre-
quency was fixed at 500 Hz, while the second �F2� was var-
ied between 1500 and 3000 Hz in 30 equal logarithmic steps.
F0 declined logarithmically from 139 to 92 Hz over the
500 ms duration. A three-interval, 2AFC task with an adap-
tive two-down, one-up procedure was used. The first interval
always had F2 at 1500 Hz. The second and third intervals
contained, in random order, one stimulus with the same F2
and one with a higher F2. The time gap between intervals
was 500 ms. The listener’s task was to identify the interval
containing the higher F2. In order to minimize overall loud-
ness cues, the levels of stimuli within a trial were varied
pseudo-randomly. Four different levels were employed, dif-
fering in 2 dB steps. The combination of levels of the three
stimuli in a particular trial was selected at random from a

subset of 8 of the total of 64 possible level combinations.
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In the first trial of each run the stimulus to be identified
had F2 at 3000 Hz. Over the first three reversals the step size
was gradually reduced from 5 �out of 30� steps to 1. A thresh-
old was calculated for each run from the average of eight
subsequent reversals. Reported threshold values for each pro-
cessing condition are the average of either five or six runs.

D. Results and discussion

1. Question/Statement identification

For both speakers, mean performance was around 5%
better with Sawsharp than with CIS processing �75.4% com-
pared to 69.3% for the male speaker and 72.2% compared to
67.9% for the female�. Four subjects �C1, C5, C8, and C9�
showed little difference between the two processing condi-
tions �Fig. 4�. Ceiling effects may have occurred for C8, but
not in the other cases. The other five subjects showed an
advantage for Sawsharp processing of between approxi-
mately 5% and 15%. A repeated measures ANOVA showed a
significant effect of type of processing �F�1,8�=7.17, p
=0.028�, while neither the effect of speaker gender �F�1,8�
=1.50, p=0.256�, nor the interaction �F�1,8�=0.85, p
=0.383� were significant.

Values of response criterion �c� also displayed consider-
able variability but were generally positive, reflecting a bias
toward “statement” responses. In contrast to the acoustic
simulation data, there was a consistent different between
Sawsharp and CIS processing, with the former resulting in
an increased proportion of “question” responses. However, a
repeated measures t-test comparing d� values showed that
the advantage for Sawsharp processing was not dependent
upon this change in response bias �t�8�=2.85, p=0.022�.

Both the absence of an effect of speaker gender and the
significant advantage for the modified processing over stan-
dard CIS are consistent with the data obtained in the noise-
excited vocoder acoustic simulation. As was also the case in
the glide labeling task used by Green, Faulkner, and Rosen
�2004�, mean performance by implant users was poorer than
that of normally hearing listeners in acoustic simulations, but

FIG. 4. Percent correct Question/Statement identification for each implant
user for the male and female speakers �closed and open symbols, respec-
tively�. Performance in the Sawsharp condition is plotted against that in the
CIS condition. The diagonal line represents equal performance in the two
conditions.
the better implant users achieved scores similar to those ob-
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tained in the simulations. This provides further evidence that
the temporal cues to voice pitch available in noise-excited
vocoder simulations are broadly similar to those available
with CIS-like processing. Most important, these data, ob-
tained with natural speech stimuli in a task reflecting an ev-
eryday use of intonation information, indicate that the modi-
fied processing scheme, by providing enhanced F0-related
modulation, leads to better voice pitch perception.

2. Vowel recognition

In contrast to the acoustic simulation data, vowel recog-
nition �Fig. 5� was substantially affected by processing con-
dition. Averaged across listeners, performance for the male
speaker was 47.3% with CIS processing compared to 38.0%
with Sawsharp processing, while for the female speaker the
respective means were 53.7% and 45.2%. Averaged across
speakers, performance varied little across processing condi-
tion for four subjects �C1, C3, C6, and C9�, but was substan-
tially poorer with Sawsharp processing for the remaining five
subjects. A repeated measures ANOVA showed a significant
effect of processing condition �F�1,8�=9.57, p=0.015�, but
neither the effect of speaker gender �F�1,8�=3.85, p
=0.085�, nor the interaction �F�1,8�=0.08, p=0.786� were
significant.

To further investigate this deficit, sequential information
analysis �SINFA, Wang and Bilger, 1973� was carried out.
Only data from the seven subjects who were tested on all
nine vowels were included in these analyses. The features on
which vowels were classified were duration, open, and front
�Table II�. Assignment of vowels to different feature catego-
ries followed the standard IPA classification, with one excep-
tion. Although “bad” is typically classified as a short vowel,
in the stimuli used here it was the longest vowel for the male
speaker and the third longest for the female speaker, and was
therefore classified as long. SINFA was performed for each
combination of speaker and processing condition, both on
individual implant users’ confusion matrices and on pooled
data �Fig. 6�.11

The analysis of the pooled data �Table III� shows that,

FIG. 5. Percent correct vowel recognition for each implant user for the male
and female speakers �closed and open symbols, respectively�. Performance
in the Sawsharp condition is plotted against that in the CIS condition. The
diagonal line represents equal performance in the two conditions.
for both speakers, and for all three features, less information
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is transmitted with Sawsharp than with standard CIS pro-
cessing. The results of the analysis of individual data �Fig. 7�
are largely consistent with the pooled data, though there is
much individual variability. The decrease in transmitted in-
formation for the open and front features with Sawsharp pro-
cessing suggests that the modified processing strategy, while
providing enhanced pitch information, also has a harmful
effect on the perception of spectral information essential for
speech understanding.

Surprisingly, the proportion of duration information
transmitted also declined with the modified processing. One
relevant factor may be that the male speaker’s stimuli were
consistently longer than those of the female �mean 0.69 s,
compared to 0.53 s�. Because stimuli from both speakers
were presented in the same block of trials, it is plausible that
the ability to identify the speaker’s gender limits the extent to
which it is possible to make full use of duration information.
Notwithstanding the improved representation of F0 informa-
tion with modified processing, it is likely that the primary
cue distinguishing male and female voices is the different
distribution of energy across frequency channels due to dif-
ferences in formant frequencies. Thus, to the extent that the
ability to make use of duration cues depended on being able
to distinguish between the two speakers, a decline in the
transmission of spectral information might result in a decline
in the availability of duration information. An alternative
possibility concerns the reduction in the cutoff frequency of

TABLE II. Classification of the vowel features used in SINFA: o=open;
om=open-mid; cm=closed-mid; c=closed; f=front; ce=central; b=back;
l= long; s=short. Standard IPA classifications were used with one exception.
Although “bad” is typically classified as a short vowel, in the stimuli used
here it was the longest vowel for the male speaker and the third longest for
the female speaker, and was thus classified as long.

Bad
æ

Bard
Ä

Bead
i

Bed
e

Bid
(

Bird
/

Board
Å

Booed
u

Bud
#

Open o o c om c cm om c om
Front f b f f f ce b b b

Duration l l l s s l l l s

FIG. 6. Confusion matrices for each combination of processing type and
speaker gender, representing pooled data from the seven subjects who were

tested on all nine vowels.
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the envelope filter from 400 to 32 Hz in the modified pro-
cessing condition. Although we would not have expected this
reduction to have significantly affected access to vowel du-
ration differences, it is perhaps conceivable that poorer defi-
nition of the attack and decay portions of the envelope with
the lower cutoff frequency could have contributed to the de-
cline in transmission of duration information.

In order to assess any possible relationship between dec-
rements in vowel recognition and enhancements in pitch per-
ception, a Pearson’s correlation coefficient was calculated for
the differences between the processing conditions in vowel
recognition and Question/Statement performance �averaged
across speakers�. The results �r=−0.02, p=0.96� showed
clearly that there was no such relationship. Thus, it is not the
case that a greater benefit in pitch perception from modified
processing was associated with a larger decrement in vowel
recognition.

However, although there are not enough subjects to
draw any strong conclusions, it does appear that the strategy
normally used by the subjects influences the decrement in
vowel recognition with modified processing. The decrement
for the single CIS user was nearly 21%, while for the five
users of the multiple pulsatile sampler �MPS� strategy the
mean decrement was 9.5%, and for the three SAS users it
was 4%. The MPS strategy is similar to CIS in that it pre-
sents interleaved stimulation, although in this case the inter-
leaving is only partial, with two separate channels receiving
pulses simultaneously. If, on this basis, users of MPS are
considered to be more familiar with CIS processing than

TABLE III. Proportion of information transmitted based on SINFA per-
formed on pooled data from the seven implant users tested with all nine
vowels.

Duration Open Front

CIS M 0.663 0.221 0.241
CIS F 0.678 0.354 0.283

Sawsharp M 0.578 0.139 0.146
Sawsharp F 0.541 0.208 0.155

FIG. 7. Boxplot showing results of SINFA performed on confusion matrices

from each of the seven implant users who were tested with all nine vowels.
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SAS users, then it would appear that the greater the degree of
familiarity with CIS processing then the larger the advantage
in vowel recognition for CIS than for Sawsharp processing.

3. Formant discrimination

Thresholds for discriminating a difference in F2 were
higher with Sawsharp than with CIS processing for all seven
subjects, although the difference in thresholds for the two
types of processing varied substantially �Fig. 8�. A repeated
measures t-test showed that the effect of type of processing
was significant �t�6�=3.77, p=0.009�. This provides further
evidence suggesting a detrimental impact of the modified
processing strategy on the perception of spectral information
necessary for speech understanding.

Pearson correlation coefficients were calculated in order
to assess the relationship between formant discrimination
performance �expressed logarithmically� and vowel recogni-
tion �averaged across speakers�. With CIS processing, the
correlation just missed significance �r=−0.723, p=0.067�.
With Sawsharp processing the relationship was not signifi-
cant �r=−0.505, p=0.248�. If the data from subject C3,
whose vowel recognition was tested with only five vowels,
are omitted then substantially larger correlations are ob-
tained. The correlation was significant with CIS processing
�r=−0.901, p=0.014� and close to significance with Saw-
sharp processing �r=−0.724, p=0.104�. Omitting the data of
one further outlier �C1� in the Sawsharp condition resulted in
a highly significant correlation �r=−0.983, p=0.003�.
Clearly, considerably more subjects would be required to ac-
curately determine the extent of the relationship between the
two measures, though this limited sample does suggest a
reasonably strong relationship.

However, there appears to be virtually no relationship
between the effects of processing condition in the two differ-
ent tasks. For example, subject C8 showed the largest decre-
ment for Sawsharp processing in vowel recognition, but had
the smallest difference in F2 discrimination thresholds. Con-
versely, for C1, F2 discrimination was much poorer with
Sawsharp processing, but there was only a very small differ-
ence in vowel recognition. Consequently, the correlation co-
efficient for the percentage difference in vowel recognition
and the difference in F2 discrimination threshold was mini-

FIG. 8. Implant users’ mean threshold F2 values for discrimination from a
1500 Hz standard. Error bars show one standard deviation.
mal �r=0.091, p=0.846�.
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IV. GENERAL DISCUSSION

As was the case with synthetic stimuli in Green,
Faulkner, and Rosen �2004�, relatively small, but significant,
benefits in voice pitch perception for modified processing of
natural speech were observed both in implant users and in
acoustic simulations. However, for implant users there was a
significant deficit in vowel recognition with the modified
strategy. It appears that the modified processing strategy re-
sulted in poorer transmission of spectral information relative
to standard CIS processing, although it is not easy to identify
specific causes of the decrement in vowel recognition. Of
course, it is possible that different factors may contribute to
differences between processing conditions for different im-
plant users.

One major element of the modified scheme is that it
relies upon slow-rate ��32 Hz� modulations to convey the
dynamic spectral variation essential for speech understand-
ing. There is considerable evidence to suggest that speech
perception, as assessed by standard speech tasks such as
vowel and consonant recognition, depends only upon low
frequency temporal envelope information �e.g., Drullman,
Festen, and Plomp, 1994; Fu and Shannon, 2000; Shannon et
al., 1995; Van Tasell et al., 1992�. In conjunction with the
absence of an effect of processing condition in the acoustic
simulation data, this suggests that while the reduction of the
envelope filter cutoff frequency from 400 to 32 Hz in the
modified processing condition may have some impact, it is
unlikely to be primarily responsible for the decrement in
vowel recognition observed in implant users.

One possible explanation of the deficit could be a form
of conflict between temporal and spectral information. There
is evidence that spectral and temporal information interact in
the determination of implant users’ perception of pitch
�Green, Faulkner, and Rosen, 2004; Zeng, 2002�. This sug-
gests the possibility that the enhanced temporal pitch infor-
mation provided by the modified processing scheme may
interfere with implant users’ perceptual processing of the
spectral information that is encoded in between-channel dif-
ferences in level. However, the absence of any relationship
between benefits in pitch perception and deficits in vowel
recognition would appear to count against such an explana-
tion.

It may be important that in the Sawsharp instantiation of
the modified processing strategy implemented here, the level
of the pulse carrier for voiced speech declines from its maxi-
mum value to threshold over the first half of each period, and
remains at threshold for the second half of each period. Thus,
with this modulation wave form shape, only a small part of
the voicing cycle is carrying spectral information. We used
the Sawsharp wave form here because in our previous study
�Green, Faulkner, and Rosen, 2004�, it appeared to be close
to optimal for conveying temporal cues to voice pitch. It was
hoped that it would also adequately convey spectral informa-
tion. Although the present findings suggest that this is not the
case, it is important to bear in mind that subjects had very
little experience of the Sawsharp processing strategy prior to
testing. Particularly in light of the apparent relationship be-

tween the extent of the decrement in vowel recognition and
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the implant user’s normal processing strategy, it is conceiv-
able that, given sufficient experience, implant users might
adjust to the different way in which spectral information is
presented with Sawsharp processing, thereby eliminating the
deficit relative to standard CIS processing.

Even if extra experience with Sawsharp processing were
not sufficient to restore optimal vowel recognition perfor-
mance, there are a number of potential changes to the modi-
fied processing strategy that may improve matters. One pos-
sibility concerns the shape of the synthesized wave form
carrying F0-related modulation. While Green, Faulkner, and
Rosen �2004� found that performance in their glide labeling
task was best in the Sawsharp condition, there was only a
small advantage over a condition that used a standard saw-
tooth wave form, in which the decline from maximum to
minimum level occurred over the whole period. If the decre-
ment in vowel perception with Sawsharp processing is re-
lated to the small proportion of the voicing cycle that is
available to convey spectral information, then using a stan-
dard sawtooth wave form may overcome this deficit.

The modulation depth of the simplified F0 wave form
could also be manipulated. Fu �2002� showed that cochlear
implant users’ modulation detection thresholds decrease with
increasing stimulation level, although the pattern of this de-
crease varies markedly across individuals. This suggests that
an approach in which the depth of the F0-related modulation
was varied according to stimulation level, with the pattern of
the variation determined on an individual basis, may help to
preserve the benefits to voice pitch perception provided by
the modified processing strategy while minimizing the harm-
ful impact on vowel perception.

Another possibility concerns the number of channels to
which the clarified F0-related modulation is applied. Based
on evidence of better discrimination of the modulation fre-
quency of sinusoidally amplitude modulated pulse trains
with three adjacent channels stimulated concurrently, com-
pared to any one channel alone �Geurts and Wouters, 2001�,
the modified processing scheme was implemented with the
simplified F0 wave form applied to all eight channels. How-
ever, it is conceivable that applying the clarified F0 modula-
tion to a subset of channels might provide enhanced pitch
cues, while affording better transmission of spectral informa-
tion.

It should also be borne in mind that the present research
has been carried out in users of implant systems that have a
pulse rate of approximately 800 ppse. Newer implant sys-
tems are typically capable of much faster pulse rates �e.g.,
5000 ppse� which may provide greater scope for using the
kind of approach adopted here to provide enhanced temporal
cues to voice pitch.
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